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MOCK CABLE HAT 6th row. K1, * p1, yrn, p1, k1, rep from * to end. 69 sts.
Using 5 mm needles and thumb method cast on 93 sts. 7th row. P1, * k3, p1, rep from * to end.
1st row. K1, * p1, k1, rep from * to end. 8th row. K1, * p3, k1, rep from * to end.
2nd row. P1, * k1, p1, rep from * to end. 9th row. P1, * sl 1, k2, lift slipped st over last 2 sts and 
These 2 rows form rib. off right needle, p1, rep from * to end. 
Work in rib for a further 2 rows, ending with a ws row. 10th row. K1, * p2, k1, rep from * to end. 52 sts.
Change to 6 mm needles. 11th row. P1, * k2tog, p1, rep from * to end. 35 sts.
Next row. (K2, k2tog, k3, k2tog) 10 times, k3. 73 sts. 12th row. P1, (p2tog) 17 times.
Now work in ridge patt as follows: Break yarn and thread through rem 18 sts. Pull up tight 
1st and 2nd rows. Knit. and fasten off securely.
3rd row. Purl.
4th row. Knit. TO MAKE UP
These 4 rows form ridge patt. Join back seam. Make a 9 cm, 3½ in, diameter pompom
Work in ridge patt for a further and attach to top of Hat. Pin out Hat to the 
13 rows, ending with a ws row. measurements given.
Next row. K5, (inc in next st, k1) 32 times, k4. 105 sts. Cover with a clean, damp tea towel and leave to dry. 
Now work in mock cable patt as follows: See ball band for washing and further care instructions.
1st row. K3, * p3, k3, rep from * to end.
2nd row. P3, * sl 1, k2, lift slipped st over last 2 sts and 
off right needle, p3, rep from * to end.
3rd row. K3, * p1, yrn, p1, k3, rep from * to end.
4th row. P3, * k3, p3, rep from * to end.
These 4 rows form mock cable patt.
Cont in mock cable patt until Hat measures approx 14 
cm, 5½ in, ending after 1st patt row and with a ws row.

Shape Top
1st row. P2tog, p1, * sl 1, k2, lift slipped st over last 2 
sts and off right needle, p2tog, p1, rep from * to end. 
2nd row. K2, * p1, yrn, p1, k2, rep from * to end. 87 sts.
3rd row. P2, * k3, p2, rep from * to end.
4th row. K2, * p3, k2, rep from * to end.
5th row. P2tog, * sl 1, k2, lift slipped st over last 2 sts 
and off right needle, p2tog, rep from * to end. 
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YOU WILL NEED

1 pair 5 mm (UK 6 – USA 8) knitting needles and 1 pair 6 mm
(UK 4 – USA 10) knitting needles.

  
 

  
 
  

  

MEASUREMENTS

Mock Cable Hat in Softie Chunky 

            

ABBREVIATIONS

The yarn amounts stated are based on average requirements and are 
therefore approximate.  

 

It is essential to work to the stated tension to ensure the correct size  
of garment and you should always knit a tension square.

If there are less sts and rows to 10 cm, 4 in, change to finer needles; 
 
 

 

Although every effort has been made to ensure that instructions are correct, 
Stylecraft cannot accept any liabilities. Stylecraft cannot accept
responsibility for the result of using any other yarn.

if there are more sts and rows to 10cm, 4in, change to larger needles.

Mock Cable Hat  

Width Around Head 

cm
in

Mock Cable Hat  

Softie Chunky   100g balls  1  
Colour used Cream 3982

     

TENSION 15 sts and 21 rows to 10 cm, 4 in, over Irish moss stitch, 17 
sts and 20 rows to 10 cm, 4 in, over rib pattern, 14 sts and 24 rows to 
10 cm, 4 in, over ridge pattern, all on 6 mm needles or the size 
required to give the correct tension.
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